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LOCATE AT SITE CONSTRUCTION
ENTRANCE.
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2” TRAPROCK A O

12" DEPTH

NOTE:
THE ANTI-TRACKING BED SHALL BE XS 12" TN
MAINTAINED TO PREVENT TRACKING OF : :
SEDIMENT ONTO THE PUBLIC ROADWAY.
THIS MAY REQUIRE PERIODIC TOP
DRESSING OR EXTENSION OF
MUD—TRACKING BED. ALL SEDIMENT INSTALL FILTER FABRIC
DROPPED OR TRACKED ONTO ROADWAY ON UNSTABLE, SOFT OR

WET SOILS. EXXON GTF—150
TO BE REMOVED IMMEDIATELY. OR EQUAL

ANTI-TRACKING PAD

NOT TO SCALE

1"x1"x48" HARDWOOD
POST AT 10" O.C.
TILT UPHILL 10°

— 36" MIRAFI #100X
\ FILTER FABRIC, OR
APPROVED EQUAL

30"

— NOTE: REMOVE TRAPPED
SEDIMENT BEFORE
REMOVING SILT FENCE.

FASTEN FILTER
FABRIC W/NYLON
TWINE. FASTEN AT
TOP, CENTER, AND
BOTTOM. ALLOW 8"
QVERLAP AT JOINTS.

FLOW

EXISTING

WORK SEQUENCE:
DIG TRENCH AND

EXTEND FABRIC 6~ 1) DIG 6" TRENCH

INTO SOIL. CURL ——— 2) INSTALL POSTS

EDGE UPHILL, 3) INSTALL FILTER FABRIC
BACKFILL TRENCH 4) BACKFILL TRENCH AND
AND COMPACT. COMPACT

SILT FENCE

NOT TO SCALE

SEE PLAN FOR LOCATION.
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EX. SAN. SEWER LATERAL

(10) CULTEC C—100HD CHAMBERS
STORMWATER RETENTION
BOT. 61.6

N/F SILT FENCE

CHARLES DESTRICH STONE INFILTRATION

(DRIVEWAY DRAIN)

PROP. BUILDING ADDITION

3" DEEP - 1.5" CLEAN
STONE 6" PVC GRATE

6" SCH. 40 PVC

RISER PIPE TO GRADE
NATURALLY
COMPACTED FILL

6" INTERNAL COUPLING
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CULTEC RECHARGER 150

H.L. OVERFLOW
RADE NATURALLY 4 OZ. NON-WOVEN FILTER FABRIC
COMPACTED FILL AROUND STONE

CONTACTOR 100SD
STANDARD-DUTY CHAMBER |

«

9.0" [229 mm]
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GENERAL NOTES

CONTACTOR 100SD BY CULTEC, INC. OF BROOKFIELD, CT.
STORAGE PROVIDED = 3.90 CF/FT PER DESIGN UNIT.

REFER TO CULTEC, INC.'S CURRENT RECOMMENDED
INSTALLATION GUIDELINES. USE CONTACTOR 100HD HEAVY
DUTY FOR TRAFFIC AND/OR H20 APPLICATIONS.

ALL CONTACTOR 100 CHAMBERS MUST BE INSTALLED IN
ACCORDANCE WITH ALL APPLICABLE LOCAL, STATE AND
FEDERAL REGULATIONS.

CATCH BASIN

-
3

EXISTING
1-STORY
DWELLING

EX. WATER SERVIZE
APPROX. LOCATH

TEST HOLE DATA — 10-5-18

TH 1

00

- 13" TOPSOIL

13 — 32" R-B SILT LOAM

32

— 60" BROWN, MOTTLED SILT LOAM

LEDGE @ 43"
WATER @ 36"
MOTTLES @ 36"

PERCOLATION TEST - 10-6-18
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EX. ELECTRIC SERVICE
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COVERAGE CHART —

GROSS LOT AREA —
WETLANDS —
STEEP SLOPES -

TOT. WETLANDS & STEEP
SLOPES

REDUCTION (0.8x3,392) —
BASE LOT AREA —
PROP. BUILDING —

TOT. COVERAGE -

1 FILTER FABRIC
%] SOIL SEPARATOR

WASHED STONE
OR TRAP ROCK

™~ FILTER FABRIC

STONE INFILTRATION AREA

NOT TO SCALE

GRAPHIC SCALE
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DEPTH — 24"
2:00 FILL
2:10 1.625"
2:20 2.57
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2:40 3.125"
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GENERAL CONSTRUCTION NOTES:

1.

10.

11.

12.

CONSTRUCTION AND STRUCTURES SHALL COMPLY WITH ALL MUNICIPAL

OR STATE REQUIREMENTS. ALL WORK SHALL BE CERTIFIED BY A
REGISTERED PROFESSIONAL ENGINEER, TO THE SATISFACTION OF THE
ENGINEERING BUREAU, THAT CONSTRUCTION IS IN ACCORDANCE WITH
THESE PLANS.

THE ENGINEERING BUREAU OF THE DEPARTMENT OF PUBLIC WORKS AND

THE ENGINEER OF RECORD SHALL BE NOTIFIED THREE DAYS PRIOR TO
THE COMMENCEMENT OF EACH PHASE OF CONSTRUCTION.

NO CERTIFICATE OF CONFORMANCE TO STANDARDS SHALL BE ISSUED

BY THE DESIGN ENGINEER IF PROPER NOTICE IS NOT PROVIDED FOR
INSPECTIONS OR IF INSPECTIONS ARE NOT MADE PRIOR TO
BACKFILLING OF BELOW GROUND STRUCTURES AND APPURTENANCES.

SUBSURFACE STRUCTURES AND UTILITIES HAVE BEEN DETERMINED

FROM EXISTING RECORDS AND ARE NOT GUARANTEED TO BE COMPLETE
OR ACCURATE. IN ORDER TO AVOID CONFLICT OF THE PROPOSED WORK
AND EXISTING UTILITIES, THE CONTRACTOR SHALL LOCATE EXISTING
UTILITIES BY EXCAVATING TEST HOLES. IF THE CONTRACTOR DETERMINES
THAT A CONFLICT EXISTS, HE SHALL IMMEDIATLEY NOTIFY

THE ENGINEER, WHO WILL MAKE THE NECESSARY ADJUSTMENTS.

EXISTING SITE INFORMATION WAS TAKEN FROM A °ZONING LOCATION SURVEY

OF PROPERTY PREPARED FOR SUZANNE & MITCHELL RABOY, 34 HILLSPOINT
ROAD, WESTPORT’ BY JAMES A. DENNISON, L.S, DATED JUNE 14, 2018.

ALL HIGH—DENSITY POLYETHYLENE (H.D.P.E.) STORM DRAIN PIPE

SHALL BE 'SMOQTH INTERIOR® TYPE AND MEET THE REQUIREMENTS
OF ASTM F405 & F667 AND AASHTO M252 & M294.

THE CONTRACTOR SHALL NOTIFY "CALL BEFORE YOU DIG” AT 1-800-—
922-4455, PRIOR TO START OF CONSTRUCTION.

TOTAL SITE AREA = 43,567 SQ. FT. ~ 1.0002 AC.

THE PROPERTY IS SERVED BY PUBLIC SANITARY SEWER AND PUBLIC
WATER SUPPLY.

PROPERTY IS SHOWN ON ASSESSORS MAP E08, TAX LOT 12.

LOCATIONS OF CRITICAL UTILITIES SHALL BE VERIFIED IN THE FIELD,
BY THE CONTRACTOR, AT THE START OF CONSTRUCTION.

VERTICAL DATUM= ASSUMED
(CONTOURS SHOWN AT 2 FOOT INTERVALS)

SEDIMENTATION AND EROSION CONTROL NOTES

1.

LAND DISTURBANCE SHALL BE KEPT TO A MINIMUM. PERMANENT
STABILIZATION SHALL BE SCHEDULED AS SOON AS FINAL GRADES ARE
ESTABLISHED.

ALL DISTURBED AREAS SHALL BE FINE GRADED AND SEEDED WITH AN
APPROVED SEED MIXTURE. COVER NEWLY SEEDED AREAS WITH MULCH
HAY OR SALT HAY.

ALL EROSION AND SEDIMENT CONTRCL MEASURES SHALL BE
CONSTRUCTED IN ACCORDANCE WITH THE STANDARDS AND
SPECIFICATIONS OF THE 2002 CONNECTICUT 'GUIDELINES FOR SOIL
EROSION AND SEDIMENT CONTROL' HANDBOOK.

ALL CONTROL MEASURES SHALL BE MAINTAINED IN EFFECTIVE
CONDITION THROUGHOUT THE CONSTRUCTION PERIOD. CHECK AFTER
EACH STORM EVENT.

ADDITIONAL CONTROL MEASURES SHALL BE INSTALLED DURING THE
CONSTRUCTION PERIOD, IF REQUIRED BY TOWN AUTHORITIES.

SEDIMENT DEPOSITS REMOVED FRCOM FILTER BARRIERS SHALL BE
PLACED IN FILL AREAS OR SPREAD WHERE THERE IS PROPOSED
VEGETATIVE COVER. ANY SEDIMENT DEPOSITS REMAINING AFTER THE
FILTER BARRIER IS REMOVED SHALL BE FINE GRADED AND PLANTED
ACCORDING TO PLAN.

THE OWNER IS ASSIGNED THE RESPONSIBILITY FOR IMPLEMENTING
THIS EROSION AND SEDIMENT CONTROL PLAN. THIS RESPONSIBILITY
INCLUDES THE INSTALLATION AND MAINTENANCE OF CONTROL
MEASURES, INFORMING ALL PARTIES ENGAGED ON THE CONSTRUCTION
SITE OF THE REQUIREMENTS AND OBJECTIVES OF THE PLAN,
NOTIFYING THE PLANNING AND ZONING OFFICE (AND/OR THE
CONSERVATION COMMISSION) OF ANY TRANSFER OF THIS
RESPONSIBILITY AND CONVEYING A COPY OF THE EROSION AND
SEDIMENT CONTROL PLAN IF THE TITLE TO THE LAND IS
TRANSFERRED TO A NEW OWNER.

REVISED: 1-14-19— ADJUST CULTEC LOCATION.
REVISED: 12-24-18— ADJUST CULTEC ELEVATION.

34 HILLSPOINT ROAD

SUZANNE & MITCHELL RABOY

WESTPORT, CONNECTICUT
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GRUMMAN ENGINEERING L.L.C.
CONSULTING CIVIL ENGINEERS

20 KNIGHT STREET, NORWALK, CONNECTICUT 06851
PH: (203) 853-3833  FAX: (203) 286-5057
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